
338-378 Wby Mag - 200/210 grain
3.340" TESTED O.A.C.L. S.D.

AB 200gr. Spitzer 3.330" 0.223

63.3

POWDER MUZZLE VEL. LOAD DENSITY
TYPE F.P.S. (VOLUME)

RL15 59.5 * MAX. 2691  

57.5 2637  

55.5 2583  

Varget 58.0 MAX. 2752  

56.0 * 2673  

54.0 2594  

AA 2015 55.0 MAX. 2771  

53.0 2711  

51.0 * 2652  

H335 56.5 * MAX. 2798  

54.5 2707  

52.5 2617  

IMR 4895 58.0 * MAX. 2801  

Most Accurate 56.0 2697  

Powder Tested 54.0 2593  

AA 2495 58.0 MAX. 2836 **

56.0 2767 **

54.0 * 2698  

H322 54.0 MAX. 2870  

52.0 * 2748  

50.0 2626  

IMR 8208 XBR 59.0 MAX. 2925 **

57.0 * 2839  

55.0 2752  

35 Cal. (.358")35 Whelen - 200 grain

Nosler

104%

0.365
B.C.

PRIMER TYPE

AccuBond®

BARREL Length/Make

89%
85%

95%
92%
91%

99%

** = Compressed load

“ Because Nosler, Inc. has no contro l over the actual components selected, the manner in which they are assembled or the
condition of the firearm used, no responsibility, either expressed or implied is assumed for the use of this data.
In no event shall Nosler, Inc. be liable for any damages resulting from the use of this data.”

A ll cartridge measurements are SAAM I maximum and due to  variations from manufacturers actual measurements may vary

* = Most accurate load tested
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MAXIMUM SAAMI O.A.C.L.
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Cartridge

Gr. WATERCASE HOLDS:
CASE TYPE: Fed 210

35 Whelen - 200 grain Version 9.0

26" Pac-Nor
1-14"BARREL Twist

GRS.


